MMDTA141FD

PNP Silicon Epitaxial Planar Digital Transistor

1. Collector 2. NC 3. Collector
4. Base 5. GND 6. Base
SOT-26 Plastic Packaae

Absolute Maximum Ratings at T,=25°C (TR1 and TR2)

Parameter Symbol Value Unit
Collector Base Voltage -Vceo 50 \Y
Collector Emitter Voltage -Vceo 50 \%
Emitter Base Voltage VEgo -40to+ 10 \Y
Collector Current -le 100 mA
Total Power Dissipation Piot 300 mwW
Junction Temperature T, 150 °C
Storage Temperature Range Tstg -551t0 + 150 °C
Characteristics at T,= 25°C (TR1 and TR2)
Parameter Symbol Min. Typ. Max. Unit

DC Current Gain h 30 ) ) )

at -VCE =5 V, 'IC =5 mA FE
Collector Base Cutoff Current

at-Veg =50 V -lceo - - 500 nA
Emitter Base Cutoff Current

at-Veg=5V -leso - - 880 uA
Collector Emitter Saturation Voltage

at-lc= 10 mA, -lg= 0.5 mA “Veesat - - 300 mV
Input Voltage (OFF) K ) )

at -Vee=5 V, -lo = 100 yA Vierr) 0.5 v
Input Voltage (ON) E ) )

at-Vo= 0.3V, -lg= 100 mA Vion 3 v
Gain Bandwidth Product

at-Vee= 10V, le= 5 mA, f = 100 MHz fr - 250 - MHz
Input Resistance R4 7 10 13 KQ
Resistance Ratio R./R4 0.8 1 1.2 -
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Package Outline Dimensions (Units: mm) SOT-26
0.65 >
0.6 '
t 6 5 4
1.7 3.0
1.3 2.6
I e 2 3 0.6
:I I___l 0.2
0.95 ) |
0.20 |
2.1 0.08
1.7
[ %
1.+0
0.5 — —
3 0.1
0
Recommended Soldering Footprint
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Packing information
, Pitch Reel Si
Package Tape Width - oo o Per Reel Packing Quantity
(mm) mm inch mm inch
SOT-26 8 4+0.1 0.157 £ 0.004 178 7 3,000
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